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BAY AREA AIR QUALITY MANAGEMENT DISTRICT 
Best Available Control Technology (BACT) Guideline 

Source: IC Engine - Landfill Gas Fired
Revision: 3
Document #: 96.2.1

Class: >250 HP Output Date: 06/02/95

POLLUTANT BACT 
1. Technologically Feasible/ Cost 

Effective 
2. Achieved in Practice

TYPICAL TECHNOLOGY

POC 1.  0.6 g/bhp-hra,T 

2.  1.0 g/bhp-hra,T
1.  n/s 
2. Lean Burn Technologya,T

NOx 1.  1.0 g/bhp-hra 

2.  1.25 g/bhp-hra
1.  n/s 
2. Lean Burn Technologya

SO2

1.  n/s 
2.  0.3 g/bhp-hra

1.  Fuel Gas Treatment w/ >80%  
H2S Removala 

2. Addition of iron salts to digester 
sludge to remove H2Sa

CO 1.  2.1 g/bhp-hra 

2.  2.65 g/bhp-hra
1.  n/s 
2. Lean Burn Technologya

PM10
1. n/d 
2.  n/s

1.  n/s 
2. Lean Gas Pretreatmenta

NPOC 1. n/a 
2. n/a

1.  n/a 
2. n/a

a. BAAQMD 
T. TBACT


